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DOC. CJ-TDS-FL470 · REV. 2026-09

FL SERIES · FLUORINATED HEAT-TRANSFER FLUID

FL470
Replaces FC-40

High-temperature heat-transfer fluid that replaces FC-40
and reaches setpoint faster in CVD chillers.

BOILING POINT

155 ~ 165

°C

POUR POINT

−55 °C

VISCOSITY, 25 °C

3.03 cSt

GWP

39

TYPICAL PROPERTIES

Boiling point (°C) 155 ~ 165

Pour point (°C) −55

Liquid density (kg/m³) 1800

Kinematic viscosity, 25 °C
(cSt)

3.03

Specific heat (J/kg·K) 1100

Thermal conductivity (W/m·K) 0.068

Vapor pressure, 25 °C (kPa) 0.45

Dielectric strength, 2.54 mm
gap (kV)

> 20

Surface tension (dyn/cm) 17

Dielectric constant (1 kHz) 4.8

Volume resistivity (Ω·cm) 1.0 × 10¹⁴

Water content < 20 ppm

Acid value < 20 ppm

ODP 0

GWP 39

Flash point None

ADDITIONAL DATA

Appearance Colorless,
transparent liquid

Molecular weight 530 g/mol

Purity ≥ 99.0 %

PACKAGING & HANDLING

Packaging 15 kg, 20 kg or 25 kg
containers; custom
packaging on request.

Storage Store in a cool, dry,
shaded place away
from heat sources and
direct sunlight, with
containers closed.
Shelf life: 1 year.

Read the MSDS before use.

Eye contact: rinse immediately with running water. Skin
contact: wash with soap and water.

Avoid contact with high temperatures and alkali metals,
which can decompose the fluid and reduce
performance.

CHILLER TEST DATA

Idle test — stabilization time (±0.1 °C)
Return temperature control · 16.5 LPM · no load. Coolant exchanged in the same chiller with set parameters unchanged.

Coolant 30 → 60 °C 60 → 80 °C 80 → 60 °C 60 → 30 °C

FC-40 1002 s 954 s 286 s 624 s

FL470 632 s (−37 %) 560 s (−41 %) 232 s (−19 %) 658 s (+5.4 %)

Drop-in replacement for FC-40 — chiller set parameters
unchanged

Up to 41 % shorter stabilization time than FC-40 in idle tests

GWP 39 · ODP 0 · no flash point

PFAS not detected in third-party testing · in production use for
CVD (60 ~ 120 °C)



1.6 kW heater load — stabilization time (±0.1 °C)
Return temperature control · 16.5 LPM · 1.6 kW load at 80 °C. Coolant exchanged in the same chiller with set parameters unchanged.

Coolant Load on Load off

FC-40 258 s 264 s

FL470 266 s (+3.1 %) 242 s (−8.3 %)
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